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GENERAL NOTES: SECTION A-A SECTION B-B SECTION A-A SECTION B-B
1. PRAVIDE PRECAST REINFORCED CONCRETE BARREL AND RISER SECTION.
CONCRETE BLOCK CONSTRUCTION IS NOT PERMITED. LAST FRAME (EELA%-“-—-" &fm, AT TRAME. : mﬁi 2:2,.83 ml;.l.fg,
2. PROVIDE GRANULAR BACKFILL ARDUND INLET TO SUBGRADE ELEVATION IN PAVED AREAS,
MATERIAL SHALL MEET THE REQUIREMENTS OF IDOT “STANDARD SPECIFICATIONS FOR RUAD
AND BRIDGE CONSTRUCTION” FOR COARSE AGGREGATE (CA-6 GRADATION)
3. WHEN THE FRAME DOES NOT MEET PROPOSED ELEVATION, A MINIMUM OF TWD TAPERED
RUBBERIZED ADJUSTING RINGS SHALL BE USED FOR FINAL ADJUSTMENT. ONE CONCRETE RING
NOT_LESS THAN TWO INCHES THICK MAY ALSD BE USED, A MAXIMUM OF THREE ADJUSTING
RINGS MAY BE USED TD A MAXIMUM HEIGHT OF 12 INCHES. EACH RING AND THE FRAME GENERAL NOTES: GENERAL NOTES:
SHALL BE SET IN A BED UF NON-PREFORMED MASTIC. oo
4. PRECAST ADJUSTING RINGS SHALL BE REINFORCED \ITH N 3 GAUGE. IRE DR EQUIVALENT L DUCTILE IRON CASTING SHALL BE TESTED IN ACCORDANCE WITH FEDERAL SPECIFICATIONS. 1 DUCTILE IRON CASTING SHALL BE TESTED IN ACCORDANCE WITH FEDERAL SPECIFICATIONS.
AND SHALL HAVE A MINIMUM THICKNESS OF TwO I 2 ALL FRAMES AND COVERS SHALL HAVE A MACHINED HORIZONTAL AND VERTICAL BEARING 2. ALL FRAMES AND COVERS SHALL HAVE A MACHINED HORIZONTAL AND VERTICAL BEARING
S. WITHIN NON-PAVED AREAS, MORTAR SHALL ONLY BE USED T0 DRESS UP ADJUSTING RINGS SURFACES. PICK HOLES IN THE COVER SHALL NOT BE OPEN. SURFACES. PICK HOLES IN THE COVER SHALL NOT BE OPEN.
?ﬁgﬁ'ﬁ DF;RAT';‘_]EE E";:NESEAEEIESI%A?‘E THE STRUCTURE. MORTAR IS NOT PERMITTED ON THE 3. THE MANHOLE COVERS SHALL HAVE RAISED LETTERS AS SHOWN. 3. THE MANHOLE COVERS SHALL HAVE RAISED LETTERS AS SHOWN.
6. IN PAVED AREAS, DRAIN HOLES/VEEP HOLES SWALL BE COVERED VITH FILTER FABRIC. FILTER 4, DIMENSIONS FUR CASTINGS ARE COMPARABLE TO EAST JORDAN IRON WORKS, INC. 1022-3 OR NEENAH 4. DIMENSIONS FOR CASTINGS ARE COMPARABLE 7O EAST JORDAN IRUN WORKS, INC. 1022-3 OR NEENAH
ABRIC SHALL BE SECURED TO THE OUTSIDE GF STRUCTURE PRIOR TO BACKFILL. FOUNDRY 1772-C FURNISHED WITH TYPE £ CONCEALED PICK HOLES OR APPROVED EQUAL. FOUNDRY 1772-C FURNISHED WITH TYPE £ CONCEALED PICK HOLES OR APPROVED EGUAL.
7. IN GRASSED AREAS, DRAIN MOLES/WEEP HOLES SHALL BE PLUGGED WITH HYDRAULIC CEMENT. S. WATERPRODF, BOLTDOWN FRAME AND COVER SHALL BE USED IN ANY LOCATION SUBJECT S. WATERPRODF, BOLTDOWN FRAME AND COVER SHALL BE USED IN ANY LOCATION SUBJECT
TO INUNDATION. (NEENAH R-1916-F, EAST JORDAN 1022-3 WT WITH TYPE 5 CLOSED PICK TO INUNDATION, (NEENAH R-1916-F, EAST JORDAN 1022-3 WT WITH TYPE 5 CLOSED PICK
8 IF AN IDOT TYPE 8 GRATE CASTING IS CALLED OUT, THE FRAME SHALL BE SET IN A BED HOLES OR APPROVED EQUALS. HOLES OR APPROVED EQUALY.
OF PREFORMED MASTIC,
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GENERAL NOTES: GENERAL NOTES! SECTION A-A SECTIIN B-B
. PROVIDE_PRECAST REINFDRCED CIONCRETE BARREL AND RISER SECTION.
RN PR BAR T AR R S By, AND RISER S CAST FRAME CAST CLOSED LID
2, PROVIDE SELECT GRANULAR BACKFILL AROUND MANHOLE TO SUBGRADE ELEVATION IN PAVED AREAS. <SEAL TITE CONGEALED PICKHILD
MATERIAL SHALL MEET THE REQUIREMENTS OF IDOT ‘STANDARD SPECIFICATIONS FIR RUAD AND BRIDGE
L PROVIDE PRECAST REINFORCED CONCRETE BARREL AND RISER SECTION. gﬂglsgsnggcnml COARSE AGGREGATE CA-6 GRADATION, DR AS OTHERWISE DIRECTED BY THE VILLAG
BLOCK CONSTRUCTION =5 NOT PERMITED 3. APPLY A CONTINUOUS LAYER OF NON-HARDENING PREFORMED BITUMINDOUS MASTIC MATERIAL (RUB-R-NEK
2 JVIDE GRANULAR BACKTILL AROUND CATCH BASIN TO SUBGRADE ELEVATION IN PAVED a GENERAL NOTES:
AREAS. MATERIAL SHALL MEET “HE REGUIREMENTS OF [DIT "STANDARD SPECIFICATIINS FOR OR EZ STICK) TO EACH JOINT BELOW THE BOTTOM OF CONE OR FLATTOP TO PREVENT INFLOW. e
ROAD AND BRIDGE CONSTRUCTION® FOR COARSE AGGREGATE <CA-6 GRADATIONS * b\iﬁggz l;lHZEEDFRA?JHJ% SDTD[% ;IDJGgEgJSD;gSEgEDELF%/RATFII%A,LAAQSTJISM#‘MENDTF DT;«/F.[J J&PéREETllE RING 1. DUCTILE IRON CASTING SHALL BE TESTED IN ACCORDANCE WITH FEDERAL SPECIFICATIONS.
3. ”I N THC FRAMI NOT M R S VATION, A MINIMUM OF T TAPERE .
EhERLsED wo s Riges e T FINAL b USTHEN T TNE CONCRETE fING HOT NOT LESS THAN TWO INCHES THICK MAY ALSO BE USED. A MAXIMUM OF THREE ADJUSTING 2. ALL FRAMES AND COVERS SHALL HAVE A MACHINED HORIZONTAL AND VERTICAL BEARING
AN TWE INCHES THICK MA JSED A MAXI OF THREE ADJUSTING RINC \Y RIENGS?:TMAVN BE BUE%E%FT%D’; 'mgggggwgglagrﬂg 12 INCHES, EACH RING AND THE FRAME SHALL SURFACES. PICK HOLES IN THE COVER SHALL NOT BE OPEN.
I 7O A MAXIMUM S EACH RING ANL THE FRAME SHALL
NON-PREFDRMED WASTIC, 5. PRECAST ADJUSTING RINGS SHALL BE REINFORCED WITH NO. 3 GAUGE WIRE OR 3. THE MANHOLE COVERS SHALL HAVE RAISED LETTERS &S SHOWN.
4 PRECAST ADUUSTING RINGE SHALL BE REINLRCED VITH NG 5 GAUCE \IRE O EQUIVALENT. R FRAME 4. DIMENSIONS FOR CASTINGS ARE COMPARABLE TO EAST JORDAN 1022-3 CIR NEENAH
3 ECA DJUSTING RIN S RE ) H ND. 3 GAUCE WIR| R 6. MORTAR SHALL NOT BE USED TO DRESS UP ADJUSTING RINGS AND/OR AME.
\ T AND SHALL HAVE A MINIMUM THICKNESS OF TwO INCHES 7. ONLY PLASTIC POLYMER STEPS SHALL BE USED. FOUNDRY 1772-C OR APPROVED EGUAL.
. WATERPRODF, BOLTDOWN FRAME AND COVER SHALL BE USED IN ANY LOCATION SUBJECT
8 WHEN MANHOLE DEPTH IS OVER 12 FEET, THE THICKNESS OF THE BASE SHALL BE A S .
3. MORTAR SHALL NOT BE USED 7O DRESS UP ADJUSTING RINGS AND/OR FRAME, MINIMUM OF 10 INCHES. WHEN MANHOLE DEPTH IS LESS THAN 12 FEET, THE THICKNESS TO INUNDATION. (NEENAH R-1916-C, EAST JORDAN 1022-3 WT OR APPROVED EQUALD.
6, DRESS UP INTERIOR JOINTS WITH HYDRAULIC CEMENT. SHALL BE A MINIMUM OF 8 INCHES.
z 7. IN PAVED AREAS, DRAIN HOLES/WEEP HOLES SHALL BE COVERED WITH FILTER FABRIC, FILTER x% DRESS UP INTERIOR JOINTS WITH HYDRAULIC CEMENT. 5 svare

MANHOLES SEALL BE CONSTRUCTED WIM P CHIMNEY SEA

FABRIC SHALL BE SECURED TO THE OUTSIDE OF STRUCTURE PRIOR TO BACKFILL, AN EQUAL APPROVED BY THE

CHIMNEY SEALS SHALL F[ PF[I IRED
GRADE TN ACCORDAN: 4 AGE

8. IN GRASSED AREAS, DRAIN HOLES/WEEP HOLES SHALL BE PLUGGED WITH HYDRAULIC CEMENT. MANHOLE

: 1S ADJUSTED 70 FI WIT

‘Z;' TING ADJUSTMENTS FOR STRUCTURES [N PAVED ARE r’—\\

= [ VILLAGE OF LOMBARD [ VILLAGE OF LOMBARD VALVE VAULT | VILLAGE OF LOMBARD

% CATCH BASIN TYPE C 1 pe— SANITARY MANHOLE l pypep—— FRAME AND COVER | e

=

=

«

- LA XL " DESIGNED — TMS REVISED ~ ol SECTION Coun JOTAL | SHEET
- e e = STATE OF ILLINOIS VILLAGE OF LOMBARD STANDARD DETAILS At 0 coun 1ol G
bibsy “ e — DEPARTMENT OF TRANSPORTATION 2611 01-00142-00-RS DuPAGE 2 | 19
EZgog <« CRECKED ~ Juf REVISLD - C01-427-10 CONTR.

TRE52 ‘c'{moun?ngnx:qa:m: DATE - - 03-08-10 REVISED - SCALE:HORIZ. 1"=20" / VERT. 1"=5'|PROJECT NO: 090318{ STA. TG STA FED. ROAD DIST. NO. 1| ILUNOIS [FED. AID PROJEC




